
www.sven.fi

Gaming Stereo Headphones
with Microphone

AP-U880MV

USER’S MANUAL



  Gaming Stereo Headphones
with Microphone

ENG

Congratulations on your purchase of the SVEN gaming stereo headphones!

COPYRIGHT
© 2018. SVEN PTE. LTD. Version 1.0 (V 1.0).
This Manual and information contained in it are copyrighted. All rights reserved.

BUYER RECOMMENDATIONS
•	 Shipping and transportation equipment is permitted only in the original 
container.
•	 Does not require special conditions for realization.
•	 Dispose of in accordance with regulations for the disposal of household 
and computer equipment.

APPLICATION
SVEN AP-U880MV gaming stereo headphones with microphone are designed 
for professional gaming. Closed style of the headphones with passive noise 
reduction and superior sound quality gives you the opportunity to hear the en-
emy before he will hear you. Stereo earphones are compatible with a variety 
of Media-players.

PACKAGE CONTENTS
•	 Gamings tereo headphones – 1 pc 
•	 User’s Manual – 1 pc
•	 Warranty card – 1 pc

SAFETY PRECAUTIONS
•	 Don’t use the stereo headphones while driving.
•	 Don’t use the stereo headphones at high volume for a long time (more than 
15 minutes), as this may cause hearing impairment.
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SPECIAL FEATURES
•	 Designed for professional gaming
•	 Closed style of the headphones with passive noise reduction
•	 Superior sound quality
•	 Compatible with a variety of Media-players
•	 Non-tangling cable with fabric braid
•	 2*3.5 mm (3 pin) jack + USB jack for LED backlight
•	 Comfortable seating
•	 Dynamic LED lighting

CONNECTION AND OPERATION
•	 Connect 3.5mm headphone jacks to the source audio output connectors 
(computer sound card, laptop), and the USB headphone jack to the USB con-
nector, as shown in the diagram (Fig. 1).

Fig. 1. Connection diagram
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TECHNICAL SPECIFICATIONS

Parameter, measurement unit Value

Sensitivity, dB headphones: 108 ± 3
microphone: -38

Frequency range, Hz навушники: 20 – 20 000
microphone: 30 – 16 000

Impedance, Ohm 32

Membrane, mm Ø 40

Connection type mini-jack (stereo)
Ø 2*3,5 (3 pin) + USB (LED)

Cable length, m 2,2 

Weight, g 262
 
Notes:
•	 Technical specifications given in this table are supplemental informa-
tion and cannot give occasion to claims.
•	 Technical specifications are subject to change without notice due to 
the improvement of SVEN production.

 
 
 
 

Technical support is on www.sven.fi
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Manufacturer: SVEN PTE. LTD, 176 Joo Chiat 
Road, № 02-02, Singapore, 427447. Produced 
under the control of Oy Sven Scandinavia Ltd. 15, 
Kotolahdentie, Kotka, Finland, 48310.
Made in China.

® Registered Trademark of Oy SVEN
Scandinavia Ltd. Finland.
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